
 

THIS GUIDE IS FOR 

 

SKU: 640010 

09-18 RAM TRUCK PRO-SERIES LED TAIL LIGHTS JET BLACK (ETA MID OF JAN) 

 

SKU: 640020 

09-18 RAM TRUCK PRO-SERIES LED TAIL LIGHTS RED SMOKE (ETA MID OF JAN) 
ALPHAREX specializes in designing and producing superior and uniquely stylish aftermarket 
automotive performance lighting with unrival innovative technology. The following installation 

guide we take you through the installation of your new ALPHAREX TAIL LIGHTS for your 09-

18 RAM step by step. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

https://alpharexusa.com/product/09-18-ram-truck-pro-series-led-tail-lights-jet-black/
https://alpharexusa.com/product/09-18-ram-truck-pro-series-led-tail-lights-red-smoke/


INSTALLATION TOOLS 

 
1/4 Ratchet 

 
Power Tool 

 
Torx Screwdriver 

 
1/4 Extension 

 
Socket 

(Star Torx) 

SIZE NEEDED 

No data was found 



NOTE: Whenever using a power tool, please make sure do not overtighten the 
screws. 

WHENEVER WORKING ON YOUR VEHICLE 

ALWAYS MAKE SURE YOUR VEHICLE IS PARKED WITH THE 
IGNITION OFF. 

 

PART I - REMOVE TAIL LIGHTS 

UNSCREW TAIL LIGHTS SCREWS 

Use T25 Bit screwdriver or power wrench to remove the top and bottom screws. 

Please set them aside for later re-installation. 

https://aws.alpharexusa.com/wp-content/uploads/20220314030701/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_3.jpg


 

After screws removal, gently pull the tail light outward with a slight angle. 

https://aws.alpharexusa.com/wp-content/uploads/20220314030707/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_4.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030749/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_8.jpg


 

UNPLUG SOCKETS AND REMOVE TAIL LIGHTS 

Unplug the sockets before removing the tail lights. 

https://aws.alpharexusa.com/wp-content/uploads/20220314030728/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_6.jpg


 

Repeat the same steps for the other side of tail light and remove it completely. 

https://aws.alpharexusa.com/wp-content/uploads/20220314030738/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_7.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030802/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_9.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030404/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_10.jpg


 

PART II - INSTALL TAIL LIGHTS 

NOTE BEFORE INSTALLATION 

https://aws.alpharexusa.com/wp-content/uploads/20220314030416/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_11.jpg


 

* For 19-20 Ram, not compatible with 5th Gen new body style 
models 

* For 13-20 Ram with factory LED tail lights requires converters to 
install 

https://aws.alpharexusa.com/wp-content/uploads/20220314030428/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_12.jpg


 

PLUG THE WIRING 

Plug the wiring and light sockets directly to the new ALPHAREX tail lights. (if your vehicle 
comes equipped with stock LED Tail light. First, plug the optional 
converter then plug into the new ALPHAREX tail lights) 

https://aws.alpharexusa.com/wp-content/uploads/20220314030438/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_13.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220316033855/Ni4aBERHtd.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030456/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_15.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030507/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_16.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030521/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_17.jpg


 

 

INTALL ALPHAREX TAIL LIGHTS 

Reverse the removal process to install the new tail lights into the vehicle. 

https://aws.alpharexusa.com/wp-content/uploads/20220314030544/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_19.jpg
https://aws.alpharexusa.com/wp-content/uploads/20220314030532/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_18.jpg


Tighten the 2 X T25 bit screws for each side of tail light 

NOTE: Whenever using a power wrench, please make sure do not 
overtighten the screws. 

 

https://aws.alpharexusa.com/wp-content/uploads/20220314030604/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_20.jpg


 

https://aws.alpharexusa.com/wp-content/uploads/20220314030616/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_21.jpg


 

COMPLETE INSTALLATION 

Congratulations! you have completed the installation for ALPHAREX 09-18 RAM 1500 / 2500 / 3500 
PRO-Series LED tail lights. 

https://aws.alpharexusa.com/wp-content/uploads/20220314030630/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_22.jpg


 

 

 

https://aws.alpharexusa.com/wp-content/uploads/20220314030651/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_24.jpg
https://aws.alpharexusa.com/wp-content/uploads/20220314030641/09-18-Dodge-Ram-1500-2500-3500-PRO-AlphaRex-Tail-lights-Installation_23.jpg

